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Technical data for StandardLine (electrodes)

Higher humidification load can be achieved by connecting several devices.

Type SLE02 SLE05 SLE10 SLE20 SLE30 SLE45 SLE65

Steam output [kg/h] 1.9-2.1 4.8 - 5.2 9.5 - 10.4 19.0 - 20.7 28.5 - 31.2 42.7 - 46.8 62.0 - 67.5

Electrical connection *
220-240V
/ 1 / N /

50-60 Hz
380-415V / 3 / 50-60Hz

Electrical power [kW] 1.4 - 1.6 3.6 - 3.9 7.1 - 7.8 14.3 - 15.5 21.4 - 23.4 32.0 - 35.1 46.3 - 50.6

Power consumption 6.5 5.4 10.8 21.7 32.5 48.8 70.4

Fuse ** [A] 1 x 16 3 x 10 3 x 16 3 x 35 3 x 35 3 x 63 3 x 80

Control voltage 230V / 1 / N / 50-60Hz separat

Steam hose 
connection [mm] 25 40 2x40

Dimensions ***

Height [mm] 400 570 730 820

Width [mm] 350 350 425 590

Depth [mm] 245 245 320 415

Water installation 
Tap water of different qualities 

1 to 10 bar with 3/4“ connection

A higher humidification performance is possible by connecting units together.

Electrical 
supply * Type SLE02 SLE05 SLE10 SLE20 SLE30 SLE45 SLE65

208-240
VAC /
1 / N /
50-60Hz

Steam output [kg/h] 1.8-2.1 4.2-4.8 8.3-9.6

Steam output [lbs/h] 4.0-4.6 9.2-10.6 18.3-21.2

Rated power [kW] 1.4-1.6 3.1-3.6 6.2-7.2

Rated current [A] ** 6.5 15 30

208-240
VAC / 3 /
50-60Hz

Steam output [kg/h] 4.7-5.4 7.2-8.3 14.4-16.6 27.1-31.3 38.4-44.3

Steam output [lbs/h] 10.3-11.8 15.9-18.3 31.8-36.6 59.8-69.0 84.7-97.7

Rated power [kW] 3.5-4.0 5.4-6.2 6.2-7.2 20.4-23.5 28.8-33.3

Rated current [A] ** 9.7 15 30 56.5 80

440-480
VAC / 3 / 
50-60Hz

Steam output [kg/h] 4.8-5.2 9.6-10.4 19.1-20.8 28.6-31.1 43.0-46.9 62.1-67.7

Steam output [lbs/h] 10.5-11.5 21.1-23.0 42.1-45.9 62.9-68.7 94.7-103.3 136.8-149.3

Rated power [kW] 3.6-3.9 7.2-7.8 14.3-15.6 21.4-23.4 32.2-35.2 46.6-50.8

Rated current [A] ** 4.7 9.7 18.8 28.1 42.3 61.1

Number of cylinders 1

Control type LED display

Internal control voltage 208-240V / 1 / N / 50-60Hz

Steam hose connection [mm] 1 x DN 25  ID 1 x DN 40 ID 2 x DN 40 ID

Steam hose connection [in] 1 x 1 ID 1 x 1.6 ID 2 x 1.6 ID

Dimensions ***

Height [mm/in] 400 / 15.7 570 / 22.4 730 / 28.7 820 / 32.3

Width [mm/in] 350 / 13.8 350 / 13.8 425 / 16.7 590 / 23.2

Depth [mm/in] 245 / 9.6 245 / 9.6 320 / 12.6 415 / 16.3

Water installation Tap water of varying qualities 1 to 10 bar / 14.5 - 145 PSI, with 3/4“ connection

Technical data for StandardLine (electrodes)



A higher humidification performance is possible by connecting units together.

Electrical 
supply * Type SLH03 SLH06 SLH09 SLH015 SLH25 SLH40 SLH50

208-240 
VAC / 
1 / N / 
50-60Hz

Steam output [kg/h] 2.5-3.3 4.9-6.5

Steam output [lbs/h] 5.5-7.3 10.8-14.3

Rated power [kW] 1.8-2.4 3.7-4.9

Rated current [A] 8.8-10.2 17.7-20.4

208-240 
VAC / 3 / 
50-60Hz

Steam output [kg/h] 2.5-3.3 4.9-6.5 12.4-16.6

Steam output [lbs/h] 5.5-7.3 10.8-14.3 27.3-36.6

Rated power [kW] 1.8-2.4 3.7-4.9 9.3-12.4

Rated current [A] 8.8-10.2 17.7-20.4 25.9-29.9

440-480 
VAC / 3 / 
50-60Hz

Steam output [kg/h] 5.5-6.5 8.2-9.8 13.9-16.6 23.0-27.4 37.0-44.0 43.7-52.0

Steam output [lbs/h] 12.1-14.3 18.1-21.6 30.6-36.6 50.9-60.4 81.6-97.0 96.3-114.6

Rated power [kW] 4.1-4.9 6.2-7.3 10.4-12.4 17.3-20.6 27.7-33.0 32.8-39.0

Rated current [A] 9.4-10.2 14.0-15.3 13.7-14.9 22.7-24.8 36.4-39.7 43.0-46.9

Number of cylinders 1

Control type LED display

Internal control voltage 208-240V / 1 / N / 50-60Hz

Steam hose connection [mm] 1 x DN 25  ID 1 x DN 40 ID 2 x DN 40 ID

Steam hose connection [in] 1 x 1 ID 1 x 1.6 ID 2 x 1.6 ID

Dimensions **

Height [mm/in] 570 / 22.4 730 / 28.7 820 / 32.3

Width [mm/in] 350 / 13.8 425 / 16.7 590 / 23.2

Depth [mm/in] 245 / 9.6 320 / 12.6 415 / 16.3

Water installation 
Fully demineralised water / cleaned condensate: 1-10 bar / 14.5-145 PSI, with 3/4“connection

Partially softened water / tap water of varying qualities: 1-10 bar / 14.5-145 PSI, for 3/4” external thread 

Technical data for StandardLine (heater elements)
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Our service for 100% customer satisfaction 

www.hygromatik.com


